
DVT 300
Vertical Turning Machine
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Technical data   

Working Area    

Swing-ø mm 320
►

Turning-ø mm 300
►

Stroke X-Axis mm 230
►

Stroke Z-Axis 1/2 mm 360 / 320 ►

Height Workpiece + Chuck mm 320 / 340 ►

Mainspindle ►

Power 40% ED kW 36 ►

Revolution max. 1/min 5500  

Torque 40% ED Nm 384  

Tool length mm 200  

Tool dimension max. mm -80 / +115

Live Tools   

Tool holder 40

Power 25% ED kW 15,7  

Revolution max. 1/min 9600  

Torque 25% ED Nm 50

 

Siemens Typ ONE  

 

FFG Werke GmbH Telefon +49 6128 243 114  
 E- Mail

2x Main Motor Spindle KK A6
1x movable in Z-direction, 1x fixed

2x 12-times Direct Drive Turret Brand Sauter 
(VDI40, 9600 1/min, 50 Nm, 15,7 kW)

Extraction system for emulsion mist

 

Chip conveyor scraper type

Vertical Turning, Milling and Drilling
Direct available Production Machine

Highlights

Machine bed made of granite - highest stability and accuracy

Compact design for less floor space

The directly driven SAUTER turrets offer high torques and speeds for 
machining

No conveyors or turnover stations between the first
and second chucking operations

Scope of Supply

2x power chuck ø315

Process Combination 

Aarstr. 157, 65232 Taunusstein

Automatic loading and unloading of the machine

Innovative transfer technology - Workpiece transfer from spindle to spindle 
with maximum positioning accuracy

 

 

 

Rough part conveyor left: Oval conveyor with 12 basic carriers
Finish part conveyor right: straight chain conveyor 

Coolant Equipment -  fleece tape filter 950l incl. chiller

Services, customer specific technologies and documentation are not included

DIN 69880 (VDI)

 Exemplary illustration

Control

oliver.klier@ffg-werke.com


